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Dose Area Product Measuring System 
 

® 

VacuDAP 
 
 

First wireless DAP meter for diagnostic X-ray machines. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

The battery driven solution with Bluetooth
®
-technology avoids cable 

installation and provides a new level of flexibility in patient dose control. 
 
 
 
 
 
 
 

 

VacuDAP Bluetooth®
 

 
- avoids the expense for cable installation 

between DAP meter and operating desk  
- assures complete functionality of the 
standard VacuDAP 

- displays DAP and DAP-rate simultaneously 
 
 
 
 

Configurations VacuDAP Bluetooth®
 Technical specifications 

- battery driven as OEM-Version for direct - RF ouput power: Class 1 / max. 7dBm (5 mW) 
communication with a Host-PC - Output frequency: 2.401 – 2.480 GHz, ISM band 

- battery driven with Display unit - Receiver sensitive level: -90 dBm (max +15dBm) 
- without battery as OEM as well as with Display unit - Profile: SPP (serial port profile) 

 - Operating time (battery):  13 h 
   



 
 
 
 
 

Dose Area Product Measuring System 

 

VacuDAP compact with Accu Pack 

 

The completely independent solution 
 

for Dose Area Product measurements. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

The well-proven Dose Area Product Meter VacuDAP compact can now be 

equipped with a battery. This enables a flexible patient dose control without 

cable installation. 
 
 
 

Technical Details:  
- measuring chamber: specifications in accordance with the known 

VacuDAP-Systems 

- battery-type: Li-ION, 2S/LIC 18650 WC (VARTA) 

- operating time: 11 h 

- weight: 130 g 
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