
HSL Compact 
 

Provides the same capabilities of the HSL Lite and  

HSL Lite Plus in a smaller, more lightweight casing  

with both built-in and remote operation for more  

convenience. 

Benefits 

✓ Smaller 

✓ Lightweight  

✓ Handheld 

✓ Integrated Tablet and Battery  

✓ Deployable by 1 person  

✓ Utilises DIM technology  

✓Enhanced sensitivity like the  HSL Lite and HSL Lite Plus  

✓ Instant Start-Up 

 

Gamma Field of View 45 degrees (60 degrees diagonally) 

Angular Resolution <= 8 degrees 

Gamma Sensitivity 300 kBq
137

Cs @ 2m (5n/Sv/hr) 

Energy Range 50 keV- 3 MeV 

Dimensions (H x W x L) / Weight 210 x 250 x 210 mm <6kg 

Battery Life ~8 hours 

Kit Contents ▪ HSL Compact camera 
▪ Tripod and integrated pan & tilt head 
▪ SmartSpot software** 
▪ Toughpad and detachable Toughpad mount 
▪ Power, charging and USB cables 
▪ 2 Battery packs 
▪ Security dongle with key 
▪ Ruggedized wheeled flight case 

Operational Advantages ▪ Designed for optimum performance in <10µSv/hr background environments 
▪ Handheld device, therefore a portable lightweight instrument deployable by 1 person. 
▪ Multiple hot spots of radiation are accurately displayed 
▪ Instant start up. No warm up period required. 
▪ No system cooling required. 
▪ Automatic calibration process. 
▪ Data can be viewed, replayed and analysed with SmartSpot Software 

 


